
 
 

VESSEL ANODE &
ADAPTER ASSEMBLY

 

Privately and Canadian owned since 1999, Altek Supply has built an outstanding reputation for 
service and integrity.

Our warehouse is strategically located in Edmonton, Alberta, where we are able to supply our 
customers with same day or overnight deliveries. We also offer extended late hours for our order 
desk and shipping department so you can be confident your order will make it to your customer 
on time.

We carry extensive inventory in our 75,000 ft2 Edmonton warehouse on all products.

Distributed By:

”Strength Through Distribution”

Reliable Inventory,
Unmatched Customer Service.

3635 –78 Ave NW, Edmonton, AB. 
Phone: 780-465-9000 
Fax: 780-465-9995
 www.alteksupply.com
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Chemical Composition

Element
Content %
Aluminum

Type III Alloy
2.8 - 3.5

0.08-0.2 max
0.01-0.02 max

Remainder

Zn
Si

Al
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FOR EASY INSTALLATION

• Available in 3” by 22” or 3” by 30” size
• Available in Type III Aluminum alloy
• Connects using 5/8” N.F. threaded male to female ends, allowing easy installation  
 onto an ALTEK internal vessel anode adaptor or connecting multiple anodes together. 
• Available in Zinc & Magnesium along with customized sizes for specialized
 applications

Coated with a heavy duty FBE coating for high 
resistance to chemicals, abrasions and impact.

Designed with sizes to fit into most of flanged 
access ports on a tank or vessel.  The Internal 
Vessel Anode Adapter bolts onto most ANSI rated 
flange access ports and can hold several sacrificial 
anodes (when supported internally).

PIGTAIL 
To monitor the anode and its
effectiveness in between turn-around cycles 
of the tank, a shunted Anode Adapter Lead 
allows you to check the current transfer 
between the anode and the structure. Built with a 0.01 Ohm wire shunt, the 
anode adapter lead can measure voltage difference between the two sides of 
the shunt while also allowing usage of a clamp on ammeter. When the anode 
adapter is installed with the corresponding insulating kit, the adapter lead will 
complete the metallic path required to complete the cathodic protection circuit.

FLANGE INSULATING
GASKET KITS
Phenolic gasket, poly sleeves, washers
manufactured according to ANSI B16.5 
specifications

TEFLON SUPPORT ROLLER
the support roller isolates the anode from the support arm, not allowing the 
anode and structure metals direct contact. The roller and support arm will bear 
the weight of the anode so the anode does not sag over time. 

• Made from pure Teflon
• Zinc coated steel hardware included 

to secure the tank
• Support Body is 2-1/2” wide and 

1-3/4” tall, End caps are 1/2” wide 
and 3” tall

Galvanic cathodic protection requires the periodic replacement of consumed 
anodes. In heater treaters and other production vessels, ALTEK’S Aluminum 
Cylindrical Vessel Anodes make the replacement process very easy. The anodes 
are cast in a high potential type III alloy, which delivers a driving potential of 
-1.05V CSE. The alloy contains nominal percentages of Indium, Zinc and Silicon. 
This combined with the anode’s unique shape allows ALTEK’S cylindrical anode 
to offer one of the best current outputs available. The chemical composition has 
a proven track record for delivering superior protection in produced brines, even 
at elevated temperatures.

ALTEK cylindrical anodes are recommended for use in heater treaters, pressure 
vessels, barges or any other type of structure requiring a compact, replaceable 
Aluminum anode. The characteristics of the alloy make it ideal for higher 
temperature or lower chloride salt water environments


